
544 

10 CFR Ch. II (1–1–13 Edition) § 431.15 

of Electric Motors Program, March 19, 
2009. 

(c) ISO/IEC. International Organiza-
tion for Standardization (ISO), 1, ch. de 
la Voie-Creuse, CP 56, CH– 1211 Geneva 
20, Switzerland/International Electro-
technical Commission, 3, rue de 
Varembé, P.O. Box 131, CH–1211 Geneva 
20, Switzerland. 

(1) ISO/IEC Guide 25, General require-
ments for the competence of calibra-
tion and testing laboratories, 1990. 

(2) ISO Guide 27, Guidelines for cor-
rective action to be taken by a certifi-
cation body in the event of either 
misapplication of its mark of con-
formity to a product, or products 
which bear the mark of the certifi-
cation body being found to subject per-
sons or property to risk, 1983. 

(3) ISO/IEC Guide 28, General rules 
for a model third-party certification 
system for products, 2004. 

(4) ISO/IEC Guide 58, Calibration and 
testing laboratory accreditation sys-
tems—General requirements for oper-
ation and recognition, 1993. 

(5) ISO/IEC Guide 65, General require-
ments for bodies operating product cer-
tification systems, 1996. 

[77 FR 26634, May 4, 2012] 

§ 431.15 Materials incorporated by ref-
erence. 

(a) General. The Department of En-
ergy incorporates by reference the fol-
lowing standards and test procedures 
into subpart B of part 431. The Director 
of the Federal Register has approved 
the material listed for incorporation by 
reference in accordance with 5 U.S.C. 
552(a) and 1 CFR part 51. Any subse-
quent amendment to a standard by the 
standard-setting organization will not 
affect DOE regulations unless and until 
DOE amends its test procedures. Mate-
rial is incorporated as it exists on the 
date of the approval, and a notice of 
any change in the material will be pub-
lished in the FEDERAL REGISTER. All 
approved material is available for in-
spection at the U.S. Department of En-
ergy, Office of Energy Efficiency and 
Renewable Energy, Building Tech-
nologies Program, Sixth Floor, 950 
L’Enfant Plaza SW., Washington, DC 
20024, (202) 586–2945, or go to http:// 
www1.eere.energy.gov/buildings/ 
appliancelstandards/. Also, this mate-

rial is available for inspection at the 
National Archives and Records Admin-
istration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. 

(b) CSA. Canadian Standards Associa-
tion, Sales Department, 5060 Spectrum 
Way, Suite 100, Mississauga, Ontario, 
L4W 5N6, Canada, 1–800–463–6727, or go 
to http://www.shopcsa.ca/onlinestore/wel-
come.asp. 

(1) CSA C390–10, Test methods, mark-
ing requirements, and energy effi-
ciency levels for three-phase induction 
motors, March 2010, IBR approved for 
§§ 431.12; 431.19; 431.20; appendix B to 
subpart B of part 431. 

(2) [Reserved] 
(c) IEC. International Electro-

technical Commission Central Office, 3, 
rue de Varembé, P.O. Box 131, CH–1211 
GENEVA 20, Switzerland, +41 22 919 02 
11, or go to http://webstore.iec.ch. 

(1) IEC 60034–1 Edition 12.0 2010–02, 
(‘‘IEC 60034–1’’), Rotating Electrical 
Machines, Part 1: Rating and Perform-
ance, February 2010, IBR approved as 
follows: section 4: Duty, clause 4.2.1 
and Figure 1, IBR approved for § 431.12. 

(2) IEC 60034–12 Edition 2.1 2007–09, 
(‘‘IEC 60034–12’’), Rotating Electrical 
Machines, Part 12: Starting Perform-
ance of Single-Speed Three-Phase Cage 
Induction Motors, September 2007, IBR 
approved as follows: clauses 5.2, 5.4, 6, 
and 8, and Tables 1, 2, 3, 4, 5, 6, and 7, 
IBR approved for § 431.12. 

(3) IEC 60050–411, International Elec-
trotechnical Vocabulary Chapter 411: 
Rotating machines, 1996, IBR approved 
as follows: sections 411–33–07 and 411– 
37–26, IBR approved for § 431.12. 

(4) IEC 60072–1, Dimensions and Out-
put Series for Rotating Electrical Ma-
chines—Part 1: Frame numbers 56 to 
400 and flange numbers 55 to 1080, 1991, 
IBR approved as follows: clauses 2, 3, 
4.1, 6.1, 7, and 10, and Tables 1, 2 and 4, 
IBR approved for § 431.12. 

(d) IEEE. Institute of Electrical and 
Electronics Engineers, Inc., 445 Hoes 
Lane, P.O. Box 1331, Piscataway, NJ 
08855–1331, 1–800–678–IEEE (4333), or 
http://www.ieee.org/web/publications/ 
home/index.html. 
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(1) IEEE Std 112–2004, Test Procedure 
for Polyphase Induction Motors and 
Generators, approved February 9, 2004, 
IBR approved as follows: section 6.4, 
Efficiency Test Method B, Input-Out-
put with Loss Segregation, IBR ap-
proved for §§ 431.12; 431.19; 431.20; appen-
dix B to subpart B of part 431. 

(2) [Reserved] 
(e) NEMA. National Electrical Manu-

facturers Association, 1300 North 17th 
Street, Suite 1752, Rosslyn, Virginia 
22209, 703–841–3200, or go to http:// 
www.nema.org/. 

(1) NEMA Standards Publication 
MG1–2009 (‘‘NEMA MG1–2009’’), Motors 
and Generators, copyright 2009, IBR ap-
proved as follows: 

(i) Section I, General Standards Ap-
plying to All Machines, Part 1, Ref-
erenced Standards and Definitions, 
paragraphs 1.18.1, 1.18.1.1, 1.19.1.1, 
1.19.1.2, 1.19.1.3, and 1.40.1, IBR ap-
proved for § 431.12; 

(ii) Section I, General Standards Ap-
plying to All Machines, Part 4, Dimen-
sions, Tolerances, and Mounting, para-
graphs 4.1, 4.2.1, 4.2.2, 4.4.1, 4.4.2, 4.4.4, 
4.4.5, and 4.4.6, Figures 4–1, 4–2, 4–3, 4–4, 
and 4–5, and Table 4–2, IBR approved 
for § 431.12; 

(iii) Section II, Small (Fractional) 
and Medium (Integral) Machines, Part 
12, Tests and Performance—AC and DC 
Motors: 

(A) Paragraphs 12.35.1, 12.35.2, 12.38.1, 
12.38.2, 12.39.1, 12.39.2, and 12.40.1, 
12.40.2, and Tables 12–2, 12–3, and 12–10, 
IBR approved for § 431.12; 

(B) Paragraph 12.58.1, IBR approved 
for § 431.12 and appendix B to subpart B 
of part 431; 

(C) Paragraph 12.58.2, IBR approved 
for § 431.31. 

(iv) Section II, Small (Fractional) 
and Medium (Integral) Machines, Part 
14, Application Data—AC and DC Small 
and Medium Machines, paragraphs 14.2 
and 14.3, IBR approved for § 431.12. 

(2) NEMA Standards Publication 
MG1–1967, (‘‘NEMA MG1–1967’’), Motors 
and Generators, January 1968, IBR ap-
proved as follows: 

(i) Part 11, Dimensions, IBR approved 
for § 431.12; 

(ii) Part 13, Frame Assignments—A–C 
Integral-Horsepower Motors, IBR ap-
proved for § 431.12. 

(f) NFPA. National Fire Protection 
Association, 1 Batterymarch Park, 
Quincy, MA 02169–7471, 617–770–3000, or 
go to http://nfpa.org/. 

(1) NFPA 20, 2010 Edition, Standard 
for the Installation of Stationary 
Pumps for Fire Protection, section 9.5, 
IBR approved for § 431.12. 

(2) (Reserved) 

[77 FR 26634, May 4, 2012] 

§ 431.16 Test procedures for the meas-
urement of energy efficiency. 

For purposes of 10 CFR part 431 and 
EPCA, the test procedures for meas-
uring the energy efficiency of an elec-
tric motor shall be the test procedures 
specified in appendix B to this subpart 
B. 

§ 431.17 Determination of efficiency. 
When a party determines the energy 

efficiency of an electric motor in order 
to comply with an obligation imposed 
on it by or pursuant to Part C of Title 
III of EPCA, 42 U.S.C. 6311–6316, this 
Section applies. This section does not 
apply to enforcement testing con-
ducted pursuant to § 431.192. 

(a) Provisions applicable to all electric 
motors—(1) General requirements. The av-
erage full load efficiency of each basic 
model of electric motor must be deter-
mined either by testing in accordance 
with § 431.16 of this subpart, or by appli-
cation of an alternative efficiency de-
termination method (AEDM) that 
meets the requirements of paragraphs 
(a)(2) and (3) of this section, provided, 
however, that an AEDM may be used to 
determine the average full load effi-
ciency of one or more of a manufactur-
er’s basic models only if the average 
full load efficiency of at least five of its 
other basic models is determined 
through testing. 

(2) Alternative efficiency determination 
method. An AEDM applied to a basic 
model must be: 

(i) Derived from a mathematical 
model that represents the mechanical 
and electrical characteristics of that 
basic model, and 

(ii) Based on engineering or statis-
tical analysis, computer simulation or 
modeling, or other analytic evaluation 
of performance data. 

(3) Substantiation of an alternative effi-
ciency determination method. Before an 

VerDate Mar<15>2010 16:05 Jan 30, 2013 Jkt 229032 PO 00000 Frm 00555 Fmt 8010 Sfmt 8010 Q:\10\10V3.TXT ofr150 PsN: PC150


		Superintendent of Documents
	2013-04-09T10:31:24-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




